
Key features

Easy to specify modular components

Available with a stone or timber tabletop with 
hot rolled steel or powder coated legs.

Cable management included as standard

Available in 6-8 weeks (UK), 12-14 weeks (US)

Join Table in Metal
Paired back with a refined aesthetic, 
the award-winning Join Table in Metal 
contrasts natural and industrial 
materials, balancing rich tones and 
textures.

Available in oak, ash and walnut 
tabletops and various steel powder 
coatings, Join Table can be 
customised to suit a range of spatial 
requirements.



Join Table Modules

Join Table Configurations

Alternative colours are available on request. For a full list of colour options please download our colour chart. The printed representation of colours 
may vary from actual samples. Always request actual samples before ordering.

Join Palette Curation

Table tops are available in oak, 
ash and walnut.

Legs are available in hot rolled 
steel or powder coated steel.

Wood

Oak
W001

Ash
W002

Walnut
W003

JT01  
Left End 
W55
D39.5/47.25
H29.5”

JT02  
Right End 
W55 
D39.5/47.25
H29.5”

JT03  
23.5” straight 
W23.5 
D39.5/47.25
H29.5”

JT04  
55” straight 
W55
D39.5/47.25
H29.5”

Configuration 1
W110.25
D39.5/47.25
H29.5”

Configuration 2
W134
D39.5/47.25
H29.5”

Configuration 3 
W165.5
D39.5/47.25
H29.5”

Configuration 4 
W212.5
D39.5/47.25
H29.5”

Hot-Rolled Steel
M001

Metal

Black
RAL 9005

Black Blue
RAL 5004

Oxide Red
RAL 3009

Moss Grey
RAL 7003

Grey White
RAL 9002

Fern Green
RAL 6025

Beige Red
RAL 3012


